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Abstract

The Hanford Pusion Matarials Irradiation Test
(FMIT) 35-MeV linao is intended to produce neutrons
for materials atudies, Its operstion will be
virtually oontinuoua for at leaat 20 years. Such
operation implies that the accelerator deaign must
be conservative to avoid excessive downtime and
taat the acorlerator be sacnoaical of power, The
initial deaign of the linac drift-tube seotion wvas
precaded by more than 800 SUPERFISH computsr rums.
SUPERFISH allows the aslaction of a geometry for
the FMIT machang that has very nearly the maximum
valus of 2 oonsistent with Kilpatrick’s
oriterion, This maximus value insures that power
costs will be as low as possible vhile keeping the
maxisym surface filelds at a lawval conservative
enough to prevent aparking. The optimization
procedure ia saxamined to show how the beat geometry
ia achieved, The drift-tubs seotion will operate
at 80 MHz with an average 1.4 MV/m gradient. is
presently oonceived, it will oonsist ef two tanks,
one 248 cm in diameter and about 18.-m long and the
other 240 om in diameter and about 14.-m long. The
number of drift-=tubes will be 73 if a stable phase
of =30° ias ohosen.

Introduotion

, The FMIT accelerator is a deuteron linao to be

built at the Hanford Engineering Development
Laboratory (HEDL). The dsuteron beam will be used
to irradiate a lithium target to groduce neutrons
for materials testing., The accelerator ias bol.n’
designed at Los Alamos Solentific Laboratory (LASL
by a team of LASL and HEDL peopie,

As presently aonoeived, the sachine will
operate at 80 Miz with an average 1.M-MV/a gradient
and produce a oontinuoua 100-mA dsyteron beaam.
Because the accelarator i3 to be an enginesring
teat faoility, it will be deasigned to run ow. High
-reliability is ea-sntial because a 20=year
operational life is sproified.

: Tho drift=tube section will start at 2 MeV and
ext.end to 35 MeV with two tanks, the break between
_the tanks ocourring at about 20 MeV.

' There are a numsber of specifio prodlems that
arise with the FMIT linac. The high average
ourrent and the deuteron besum require extresely low
bean spill to avoid astructure activation, Thia
arguea for the use of as largs a bore in the
drift-tubes as is feasible, Continuous long term
operation 4in an ~ra of sharply rising snergy costs

. makes optimisation for minimum power consumption a
neoessity. Resistive power oonsumpfion oean be
sinimizad by maximining the produot ZT¢, whers T is

- the shunt impedance per meter and T is the tranait

‘ time factor, .
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The tank power supply must oconerist of some
integral number N of rf powsr amplifiers each of
maxisus power output P,. The total power to the
tank oonsiats of the beam power, P,, ’5!.:12"
cavity powsr p,. The cavity power is BsavrzreL
wnere AW 1s the particls energy !norouo in
passing through the tank. Because the beam power
is fixed, this "",},5"-“" can used to ¢find
oritical values of 2T, These valuss are those
at wvhiah the power oonsuaption of the oavity
inoreases encugh to force the additic: of another
power amplifier to the systea supplying the tank,
In the present oage, the pertinent oritiocal value
for sach tank ia Z7° = 31.8 MQ/a. This nmbvw {i»
the theoretical value that the design must reach;
it 1inoludes allowances for deratings and the
transition from theory to reality.

The deaign must be conservative with respect
to the maxisum surfacy eleotrio fields allowed,
Seriocus sparking problems would not be consisteat
with the high duty factor required of the PFMIT
linac. In this reapect, Kilpatrick’s oriterion
provides a oonservative value for «' With
preaent vacuum teohnology, this oritericn may be
overoonservative, For the PFMIT linae Kilpatriok
gives a value of B . = 10.5 W/a,

The usual problem of stuffing too much quad
into too little drift tube is also present at the
front end,

Thege oonsiderations diotate the following
goals 1in the optimization procedure for the
drift-tubs portion of the HEDL FMIT limao.

e A 2™ product as high as possible in each oell
and an average value not less than 31.4 MO/
{(theoretical),

® EaxS10.5 MV/n in each cell.

e A bore size as large os feasnibla, conaistent
with acoeptable values of 2 and required
quadrupole atrength.

o Drift-tube diameter chosen for high IT2,
suffioient quadrupole space, and ESE ..

e A relatively unifors input power distribution
along the tanks is of senondary importance, but
desirable.

Qptinigption Procelure

The rf ocavity code SUPERFISH provides n’
exoellent tool to oarry out the aotimisation.
SUPERFISH can caloulate the properti. . of aingle
oells of a proposed design so different deaigns oan
be oompared, By aurveying oells at different
energies, it 18 possible to form a picture of the
properties of an entire drift-tube linae, The code
also aocoepts slanted faces on drift tubes and such
geonetries appear to be an exoellent way to
inoreans the value of the transit time faotor T and
possibly to reduce multipactoring.
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SUPERFISH ocan also provide the information
necessary for beam dynamics codes such as PARMILA.

As an initial step SUPERFISH waa used to ocarry
out an extensive parameter study of the posaible
geometries at a single energy, 20 MeV. Parameters
varied were the tank diameter D, the drift-tudbe
diameter h, the outside ocorner radius of the
driftetube r, and the face angle of the drift-tube
a. Variables held constant were the nose radius n
and the bore radius b, The gap length g was used
to tune the cavity to 80 MHz., Thess parameters are
shown in Fig. 1.

This study showed the existence of maxima in
the product 272 as a function of the tank diameter
D. FPigure 2 shows sample plots of 2T vs length
for sets of a and D values with h, r, nand d
fixed,

As expacted, the maxima are higher with
increasing face angle, The product IT< is also
larger with larger corner radii and it inoreases
with decreasing drift-tubes diameter.

Alse shown in Pig. 2 1is the approximate
position of Kilpatriock’s limit, This value is only
approximate because the maximum surface field
varies with the face angle a and the tank diameter
D. Varying the face angle appears to shift thg
surface on which the mayimum ocours. For a = 0
the zaximun field occcurs on the outer corner of the
As the angle is inoreased, the
position of the Laximum field shifts down the face
to the nose, At the same time, the wmagnitude of
the maximum first decreases then increasesd as the
maximun shifts from the corner to the nose, The
minimun of the maximum field ocours at a face angle
of about 3%,
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Figure 1. Labelipg of SUPERIISH paramaters.

20 MV

hsd40em
tei0em
elem

(]
aunxn&éxr1==v°'
€T 600U IT\BI4E B IF 815
L)

Fig. 2. Maxima of 272 as functions of D, The
approximate position of Kilpatrick’s 1limit 1s
showa., To the right of the line indisated, the
maximum surface electric field is less than
10.5 MV/m,

After oompleting the parameter study at
20 MeV, 1lass elaborate studies were made at 2 Mev,
5 MeV, 11 MaV, 27.5 Mav and 35 MeV, Theae studies
showed that the tank diameter at whioh the maximum
of 27° ocourred varied with energy., _At the 2.MeV
end of the o .hine, the maximum ZT2 ocourred at a
tank diameter of about 248 ome At 11 Mev, the
physical center of the first tank, the maximum was
at, about 243 om while at 20 MeV a diameter of 241
cm was best, At 35 MeV, the optimum diameter had

dropped to sbout 237 om,

These surveys also showed that 1t 1is not
posaible to keep 727T< above 31,4 MQ/m in all the
cells at the low anergy end of the machine while at
the same time keeping below Kilpatrick’s limit
However, because the cella past 5 MeV all have 2
values abo;e 31.4 MQ/m, a satisfactory average
value of 2T° can be reached..  The present design
should have an average 212 for the first tank of
more than 37 M1/m and the second tank should
average about 38 MQ/n,

A compromize 2uU0 om tank diameter appears the
beat cholce for_the 20- to 35« MeV tank. With this
value, the 27T product has a maximum near 22 Mev
and falls off by lesa than U% at the high energy
end of the tank, This choice coupled with a bore
radius of U cn and a drift-tube diameter of 38 oa,
allows the use of 15° face angles throughout the
tank without excmmding Kilpatriok‘s limit, It is
posaible that slightly amallep drift-tubes could be
used but the 38 om choice allows greater freedom in
the deaign of the quadrupole magnets,

In the 2- to 20- Mev tank the oholce of &
single face angle for the drift-tubes is rulsad out
because the power ocosta are too high. The front
end drift-tubea are foroed to have asmall face
Anslqa bagcauas of space limitations., The very lo
(4%) angles at the front end result in cell 2
products of about 28 MQ/m. If the low angles were
uard throughout the tank, a severe power penalty

' Would reault and another rf amplifier would have to

be added,

The present design uses aets of
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increasing face angles roaohing 15° at nboutI In any event, the inveatigation of the
13 MeV, At this point the cell ZT° product equals geometry using SUPERFISH will enable the resulting
42,75 MQ/a. design to be as energy efficient as possibles under
the constraints,
The drift-tube diameters will be as small as

can accommodate the quadrupoles, At this time, it : Susmary

appears that the front end tubes will be 42 cm in |

diameter uith a bore radius of 2.5 om, At about 5 The rf cavity code SUPERFISH has been used to

Mev, the outer diameter will decrease to 38 om, inveatigate the relation betwsen the geometry and

provided a quadrupols with the necessary strength the product Z¥¥  for the PMIT 1linsc, The

oan be fitted into this diameter, At the same information so obtained will allow the design of a

position, tho bcre radius increases to ? om, . machine that attgina very nearly the maximsum

average value of IT< consistent with holding the

We are now studying the beam dynamics of the maximum elactric surface field below 10.5 MV/m,

FMIT linac, We are examining the influence of The final choice 0f the design parameters will

space charge on the beam with PARMILA' runs usi:g depend on beam dynamics calculations and on tho

SUPERFISH gZenerated input data, The best focusing design of the quadrupole magnets, A fimal

for minimum beam spill may require stronger iteration using SUPERFISH will produce a machine of

quadrupoles than those conaidered up to this point, minimal power consumption,

This ocould change the present design by requiring P

larger diameter drift tubes, The feasibility of ! Beferences

fixed length, fixed strength quads in several | |

gro'ns is Dbeing investigated because a saimpler © 1. W. D Kilpatriok, "Criterion for Vacuus

ovorall system would result., The dynamics work Sparking Designed to Include Both rf and do,"

also shows that a -40° synchronous phase angle at 2 Rev, Sci, Inst, 28, 1957.

MsV, tapering to =30° at about 8 MeV, may be . )

zdvantageous in matching to the input from the rf 2. K, Halvach and R, F, Holsinger, “SUPERFISH-A

quadrugole structure and for ocontrolling beanm Computer Program for Evaluation of RF Cavities

spill.,? If the stable phase is increased, there with Cylindrical Symmetry," partiole

would be an increase in the number of drift tubes Acceleratorsa, Vol. 7, pp 213-222, 1976.

and in the length of the drift-tube section of the | |

machine, 3. R. H. Stokes, K. R. C!'lndlll, Jo Eo sta'.l].'

and D, A, Swenson, "RF Quadrupole Beanm
Dynamics,"” to be presented at the 1979

Part, Accel. Conf, (psper F-U4), San Franoisoo,
California, March 12-14,1979,
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